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Systems for:  Decking  Garden furniture  Carports  Privacy screens

NATURAL OIL 
WOODSTAIN
Stain with film protection

ADDITIONAL INFO
	> Oxidation drying
	> Drying time 12 hours
	> 2 coats for a finished surface
	> For nearly all wood species
	> Contains active ingredients to 
protect the coating against mould, 
algae and fungal attack

	> For building elements with no and 
limited dimensional stability

	> Suitable for all machine sizes

DRIED SURFACE
	> With film protection additive

	> Will not crack, peel or flake

	> Suitable for wood, microporous

	> Water and dirt-repellent

COATING  
PROPERTIES

	> Ready-to-use product, no thinning or 
mixing required

	> 1-pot system 

	> Clear or transparent

	> Solvent content

SHEEN
	> Satin

MATERIAL REQUIREMENTS
	> Approx. 40 g/m² per coat
	> Approx. 80 g/m² for a finished 
surface

SIZES 
	> From 0.75-25 litres

CHOICE OF 
COLOUR

Brush coater

APPLICATIONS

Manual  
application

Natural Oil Woodstain colour range

700 Pine

703 Mahogany

708 Teak

727 Rosewood

731 Oregon Pine

903 Basalt Grey

907 Quartz Grey

1143 Onyx Silver

701 Clear

706 Oak

710 Stone Pine

728 Cedar

732 Light Oak

905 Patina

1140 Agate-Silver

702 Larch

707 Walnut

712 Ebony

729 Fir Green

900 White

906 Pearl Grey 

1142 Graphite Silver

OIL- 
BASED
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INPEX® DIP AND 
FLOOD STAIN 
Biocide-free industrial stain 

DRIED SURFACE
	> Fast to saliva and perspiration DIN 53160

	> Suitable for children’s toys EN 71.3

	> Will not crack, peel or flake 

	> Water and dirt-repellent

COATING  
PROPERTIES

	> Ready-to-use product, no thinning or 
mixing necessary

	> 1-pot system

	> Transparent

	> Low-solvent

COLOUR 
OF CHOICE

ADDITIONAL INFO
	> Physical drying
	> Drying time 4-6 hours
	> Accelerated in-line drying possible
	> 1 coat for pre-treated surfaces, 2 
coats for finished surfaces, system 
build-ups possible

	> For all European wood species
	> Recoatable with Osmo Natural Oil 
Woodstain

	> For building element with no or 
limited dimensional stability

	> For all machine sizes

SHEEN
	> Satin

MATERIAL REQUIREMENTS
	> Approx. 80-120 g/m² per coat
	> Approx. 160-240 g/m² for a finished 
surface

SIZES 
	> 25 – 1000 litres

APPLICATIONS

Brush coater Spray unit

Vacuum 
coating

FloodingManual 
spraying

Dipping

WATER-
BORNE
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A grey patina gives timber cladding a timeless-
ly elegant appearance. However, the natural 
greying process usually proceeds very slowly and 
unevenly. Therefore, Osmo offers various wood 
coatings that achieve an even cladding appear-
ance. These greying wood stains simulate the 
natural greying of the cladding, are easy to apply 
and ensure a perfectly protected wood surface.

There is a total of fifteen greying wood stains in the 
Osmo range, which are divided into three catego-
ries: Transparent, Opaque and Effect.

These decorative, satin, natural oil-based wood 
coatings are particularly suited for timber cladding, 
allow the wood to breathe, reduce swelling and 
shrinkage, and create a water-repellent, extremely 
weatherproof and UV-stable surface.

ON-TREND COLOUR 
GREY
Osmo coatings for an artificial greying of timber  
cladding

Systems for:  Cladding
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Transparent colour range

Opaque colour range

Effect colour range

903 Basalt Grey

1140 Agate-Silver

2708 Pebble Grey

739 Silver Grey

LD 067-481 
Custom colour Blue Grey

LM 019- 2781 B 
Custom colour Cream Grey

1143 Onyx Silver

2716 Anthracite Grey

905 Patina

1142 Graphite Silver

2735 Light Grey2704 Dusk Grey 2742 Traffic Grey

906 Pearl Grey 907 Quartz Grey

Landesgartenschau Bad Iburg 2018
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Systems for:  Cladding  Garden sheds  Carports  Privacy screens  Garden furniture 

GARDEN  
COLOUR
Biocide-free opaque finish

ADDITIONAL INFO
	> Physical drying
	> Drying time 3-5 hours
	> 2 coats for finished surfaces
	> For all European wood species
	> Good weather resistance and UV 
stability

	> For building element with no or 
limited dimensional stability

	> For all machine sizes

DRIED SURFACE
	> Fast to saliva and perspiration DIN 53160

	> Suitable for children’s toys EN 71.3

	> Will not crack, peel or flake 

	> Water and dirt-repellent

COATING  
PROPERTIES

	> Ready-to-use product, no thinning or 
mixing necessary

	> 1-pot system

	> Opaque

	> Low-solvent

SHEEN
	> Satin

MATERIAL REQUIREMENTS
	> Approx. 60 g/m² per coat
	> Approx. 120 g/m² for a finished 
surface

SIZES
	> 0.75-25 litres

Spray unit

APPLICATIONS

Brush coater

7103 Signal Yellow

7283 Pine Green

7505 Jet Black

7519 Capri Blue

7535 Light Grey

7629 Mint Green

7738 Agate Grey

7119 Grey Beige

7500 Traffic White

7511 Brown Red

7530 Flame Red

7542 Traffic Grey

7716 Anthracite Grey

7817 Chocolate Brown

Garden Colour colour range 

Manual  
application

Manual 
spraying

WATER-
BORNE
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COUNTRY  
COLOUR
Biocide-free opaque finish

ADDITIONAL INFO
	> Oxidation drying
	> Drying time 12 hours
	> 2 coats for finished surfaces
	> For nearly all wood species
	> Good weather resistance and UV 
stability

	> Renovation coats possible without 
intermediate sanding

	> Available upon request with film 
protection

	> For building element with no or 
limited dimensional stability

	> For all machine sizes

COATING  
PROPERTIES 

	> Ready-to-use product, no thinning or 
mixing necessary

	> 1-pot system

	> Opaque

	> Solvent content

SHEEN
	> Satin

MATERIAL REQUIREMENTS
	> Approx. 40 g/m² per coat
	> Approx. 80 g/m² for a finished 
surface

SIZES
	> 0.75-25 litres

Brush coater

APPLICATIONS

Spray unit

DRIED SURFACE
	> Fast to saliva and perspiration DIN 53160

	> Suitable for children’s toys EN 71.3

	> Will not crack, peel or flake 

	> Suitable for wood, microporous

	> Water and dirt-repellent

CHOICE OF 
COLOUR

2101 White

2205 Sunflower Yellow

2311 Signal Red

2506 Royal Blue

2607 Dark Brown

2708 Pebble Grey 

2742 Traffic Grey

2203 Light Ochre 2204 Ivory

2308 Nordic Red 2310 Cedar/Redwood

2404 Fir Green 2501 Labrador Blue

2507 Dove Blue 2606 Medium Brown

2703 Charcoal 2704 Dusk Grey

2716 Anthracite Grey 2735 Light Grey

Country Colour colour range

Manual  
application

Manual 
spraying

OIL- 
BASED



Manual 
spraying
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INPEX® DIP AND 
FLOOD FINISH 
Simple, biocide-free, opaque industrial  
coating 

ADDITIONAL INFO
	> Physical drying 
	> Drying time 4-6 hours
	> Accelerated in-line drying possible
	> 1 coat for pre-treated surfaces, 2 
coats for finished surfaces, system 
build-ups possible

	> For all European wood species
	> Recoatable with Osmo Garden 
Colour or Country Colour

	> For building element with no and 
limited dimensional stability

	> For all machine sizes

APPLICATIONS

COATING  
PROPERTIES

	> Ready-to-use product, no thinning or 
mixing necessary

	> 1 or 2-pot system

	> Opaque

	> Low-solvent

SHEEN
	> Satin

MATERIAL REQUIREMENTS
	> Approx. 60-120 g/m² per coat
	> Approx. 120-240 g/m² for a finished 
surface

SIZES
	> 25 – 1000 litres

DRIED SURFACE
	> Fast to saliva and perspiration DIN 53160

	> Suitable for children’s toys EN 71.3

	> Will not crack, peel or flake 

	> Water and dirt-repellent

Vacuum 
coating

Brush coaters Spray units

Dipping Flooding

Systems for:  Cladding  Garden sheds  Carports  Privacy screens  Garden furniture

COLOUR 
OF CHOICE

WATER-
BORNE



Manual 
spraying
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Systems for:  Cladding  Garden sheds  Carports  Privacy screens  Garden furniture

INPEX®  
UNIVERSAL FINISH 
High-quality, biocide-free,  
opaque industrial coating

ADDITIONAL INFO
	> Physical drying
	> Drying time 4-6 hours
	> Accelerated in-line drying possible
	> 2 coats for a finished surface
	> System build-ups possible
	> For all European wood species
	> Recoatable with Osmo Garden 
Colour or Country Colour

	> For building element with no and 
limited dimensional stability

	> For all machine sizes

COATING  
PROPERTIES

	> Ready-to-use product, no thinning or 
mixing necessary

	> 1 or 2-pot system

	> Opaque

	> Low-solvent

APPLICATIONSSHEEN
	> Satin

MATERIAL REQUIREMENTS
	> Approx. 60-120 g/m² per coat
	> Approx. 120-240 g/m² for a finished 
surface

SIZES
	> 25 – 1000 litres

DRIED SURFACE
	> Fast to saliva and perspiration DIN 53160

	> Suitable for children’s toys EN 71.3

	> Will not crack, peel or flake 

	> Water and dirt-repellent

Curtain 
coating

Brush coaters Spray units

Vacuum 
coating

COLOUR 
OF CHOICE

WATER-
BORNE
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INPEX® VACUMAT 
FINISH UV TOP 
COAT
High-quality, biocide-free, opaque industrial 
coating with increased block resistance

ADDITIONAL INFO
	> Physical drying and UV curing 
	> 1 coat, only to be used as a top 
coat

	> Can only be used on the suitable 
base coat 

	> Immediately ready for packing 
thanks to significantly higher block 
resistance

	> For building element with no and 
limited dimensional stability

	> Optimised for large-scale industrial 
machines

DRIED SURFACE
	> Fast to saliva and perspiration DIN 53160

	> Suitable for children’s toys EN 71.3

	> Will not crack, peel or flake 

	> Water and dirt-repellent

COATING  
PROPERTIES

	> Ready-to-use product, no thinning or 
mixing necessary

	> 2-pot system, only top coat

	> Opaque

	> Low-solvent

SHEEN
	> 	Satin

MATERIAL REQUIREMENTS
	> Approx. 60-120 g/m² per coat
	> Approx. 120-240 g/m² for a finished 
surface

SIZES 
	> 25 – 1.000 litres

COLOUR 
OF CHOICE

APPLICATIONS

Systems for:  Garden sheds  Carports  Privacy screens  Garden furniture

Spray unit Vacuum 
coating

G
ar

te
nh

au
s 

B
ar

b
ad

os
 6

, L
as

ita
 M

aj
a 

WATER-
BORNE



47

INPEX® FINISHES
COMBINATION  
POSSILBITIES
Create the desired surface with 3 products 

Dip and Flood  
Finish

Dip and 
Flood Finish

Dip and 
Flood Finish

Universal 
Finish

Universal 
Finish

Dip and 
Flood Finish 

Dip and 
Flood Finish

Dip and 
Flood Finish

Vacumat 
Finish  

UV Top  
Coat

Vacumat 
Finish  

UV Top  
Coat

Universal 
Finish

Universal 
Finish

Universal 
Finish

Dip and Flood  
Finish

Universal  
Finish

Universal 
Finish 

Vacumat Finish UV  
Top Coat

FOR BEST RESULTS 
With the targeted combination of just three 
various Osmo products, a wide variety of surface 
qualities can be achieved. Dip and Flood Finish, 
Universal Top Coat and Vacumat Finish UV Top 
Coat enable optimal results tailored to the speci-
fied use in terms of weather resistance, elasticity 

and block resistance. In this simple way, a varia-
ble top-quality product can be achieved that fully 
meets the desired properties and requirements.

Products for the base coat

Products for the top coat

7 SURFACES WITH DIFFERENT PROPERTIES

+ + + + +

BASE COAT

TOP COAT

7 COMBINATIONS POSSIBLE



Osmo Holz und Color  
GmbH & Co. KG 

Affhüppen Esch 12  
D-48231 Warendorf  

PO Box 110161
D-48203 Warendorf 

Telephone +49 (0)2581/922-100
Fax +49 (0)2581/922-200
 

www.osmo.com
info@osmo.de

Your Osmo dealer:

OUR PRODUCTS 

> �TIMBER CLADDING 
Cladding profiles 
Coloured cladding 
Shingles

> �FLOORING 
Solid wood flooring 
Concept-Flooring 
Creativ-Flooring

> �WOOD FINISHES 
For the interior and exterior 
Wood protection and care

> �INTERIOR WOOD  
Solid wood profiles  
Framing wood  
Laths

 

> �EDGE-GLUED PANELS  
Solid wood panels  
Worktops 
Furniture doors

> �MOULDINGS  
Skirting board  
Wall and ceiling mouldings 
Decorative mouldings

> �DECKING 
TIMBER 
Ceramic 
BPC 

> �PRIVACY SCREENS 
Timber 
Sound protection 
Aluminium/BPC
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